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DD LINO - MARBLIZED posmib
6151-42 6151-55 6151-57 6151-36 6151-34 6151-38 6151-30

6151-71 6151-17 6151-23 6151-24

6151-20 6151-74

DD LINOVATION - FLECKED
SPECIFICATIONS ZONE 4

Material: Linoleum top surface

Total Weight Per Square Foot: DD Lino .97 Ibs.
DD Linopol 1.05 Ibs., D Linotop 4.27 Ibs.,
DD Linopro .97 Ibs., DD Linowood 3.57 Ibs.

6145-45 614575 6145-15 6145-25 Overall Thickness: 4.0 mm top surface
Backing: Jute
DD LINOPRO (with PU coated top-surface) e
Additional Specifications: ASTM E648 Class 1, DIN

BE g Certified
e s i I Roll Sizes: 6'7" x approximately 88'6"
- R T Custom Sizes: 6'7" x lengths up to approximately 88'6"

6157-57 6157-36 6157-72 6157-24

DD LINO SUBSYSTEMS

DD Lino offers a range of sub construction floors to meet the varying needs of sports facilities. DD Lino floors are DIN Certified ensuring the
highest standards in durability, performance and safety.
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Steel Plate
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Steel Plate

Elastic Mat

Construction Height:
33 mm

Construction Height: Elastic Mat - 6 mm Construction Height:
10 mm 21 mm

47





